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Tank is equipped with an electric level indicator inside the cab
The tank is mounted on a strong sub-frame made of galvanized steel
Front Dozer:
Operated hydraulically from inside the cabin
Obstacle removal up to 1.5 tons
Protects the front of the vehicle

Water Cannon:
Mounted on top of the vehicle to provide wider visibility and no obstructions to the operator
Rotates 360° horizontally
Operates from -17° to 50° in the vertical plane
Completely remotely operated from inside the vehicle
Has 50 m range

Color Tank:
300 liters
Manufactured out of galvanized steel
The color mixes with the water using a variable ratio mixer

Wash-down Systems:
The truck is equipped with 2 independent wash-down systems; one on top of the vehicle and
one at the bottom to extinguish any fires underneath the vehicle or any corrosive fluids thrown
on the sides
These systems are operated from inside the vehicle
The pump supplies these systems with water

Pump Set:
Hale 40 FP attack pump
Discharge 1500 lit/min at 10 bar
Directly coupled to a VW air cooled gasoline engine
Total weight for the set 180 kg.

Protection:
Removable wire mesh grills to protect the windshield, windows and front lights, rear lights and
peripheral lights
Removable side protection on the rear wheels
Slanted walls and smooth surfaces to prevent rioters from climbing on top of the vehicle

Surveillance:
The water cannon is equipped with a night vision camera and a light projector to enable the
crew to survey the area around the vehicle and direct the water cannon
The cabin is equipped with an LCD connected to the camera
An additional infra red camera can be added to the system with an additional LCD (optional)

Lights and Siren:
The truck is equipped with a Whelen light bar and siren complete with public address
The truck is equipped with 10 Whelen LED’s on the sides, rear and the front of the vehicle
The truck is equipped with an additional loudspeaker on the water cannon
All the lights and the sirens and the loudspeaker are controlled from inside the cabin using a
Woodway Optilink unit

Control:
Complete control from inside the vehicle
Hydraulically operated valves to control water and color mixing, water flow, wash down system,
dozer operation and monitor movement
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